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Ecovalo BALK BR 
 
The wall mounted liminaire with asymmetrical light distribution for lighting wall- and ground surfaces.  

The used LED technique offers durability and optimal light output with low power consumption at the same time.  
 

 

Product description 
 

Luminaire is made of aluminium and stainless steel. Colour black RAL9011.  

Temperature rated at -40°C to 40°C. 
 
 

Mounting 
 

Mounting plate with 2 fixing holes ø 7 mm · 190 mm 

spacing. Three cable entries for through-wiring of 

mains supply cable ø 9-16 mm, max. 5G2.5mm². 

Earth conductor connection. 

Input voltage: 90-305 V AC/50-60 Hz. 

 

Colour temperature 4000 K 
 

- Colour rendering index Ra>70 

 

- Also available with 3000 K on request 

 

Maximum number of luminaires of this 
type per miniature circuit breaker: 
 

C10A: 16 luminaires 

C16A: 27 luminaires 

 
 
 
 
 

 
 
 
 
 
 

Options 
 

• Colour temperature 3000 K 
• Dimmable 1-10 V or DALI 

• Colour RALxxxx 

 

Lifetime of the luminaire 
 

Ambient temperature = 10 °C  

- 120,000h: L90B10 

 

Ambient temperature = 25 °C  

- 80,000h: L90B10 

 
Surge Protection 
 

– 10kV/5kA 
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Photometrics    
 

 
 BRxxLE                       BRxxSS                                            

         
  

Luminaire types 
 

Luminaire type Power 
Luminous 

flux 
Weight 

     

BALK-BR20LE 22 W 2095 lm 3.5 kg 

BALK-BRK20SS 22 W 2065 lm 3.5 kg 
BALK-BR30LE 36 W 3210 lm 3.5 kg 
BALK-BRK30SS 36 W 3134 lm 3.5 kg 
BALK-BR50LE 54 W 4850 lm 5.5 kg 

BALK-BRK50SS 54 W 4701 lm 5.5 kg 

          

Product Dimensions 

  
     
Luminaire L  W1 W2 W3 H1 H2 

       
BALK-BR20 and BALK-BR30 -types 183 mm 320 mm 250 mm 190 mm 121 mm 42 mm 
BALK-BR50 -types 183 mm 470 mm 250 mm 190 mm 121 mm 42 mm 

 
Ordering information  
 

Ecovalo BALK-BR30LE-C3-D1-RALxxxx 

 

• BALK-BR30LE = Luminaire type 

 

 Options (only if needed): 

 

• C3   = Colour temperature 3000 K 

• D1   = Dimmable 1-10 V or D2 = Dimmable DALI 

• RALxxxx = RAL colour 


